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Please contact our service Department on - 02242469730/31 for any assistance for trouble shooting/Installation guidance.
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Receilver

WARNING! The receiver must NOT be opened by any other than a qualified installer
Make sure to turn the electricity off before opening the receiver.

RX ACK MOBE
TOTX : TX TO RX
PRG MODE PRG MODE.

EM STOP
RXTOT.
ACK MOD)!(E_ i KEY SWITCH

PROGRAMMING
PORT

TRANSMITTER

TECHNICAL DATA PAIRING TX TO RX
RECEIVER TRANSMITTER ACTION INDICATION

RE Sensitivity -117dBm at 0.6kBaud STEP 1: First Switch Off Key @ LED 1 & Led 2 blink

|RF Power Output 10 mW B Transmitter into Switch and Press EM Switch @ | sequentially 3 times.

Number of Relays upto 40 Relay : pairing mode | fyeert battery & press TX-RX | LED 1 & Led 2 blink
— PB simultaneously Switch on Continues.

Resistive load: SA at

250VAC

Relays Key.

[ Power Requirements 48 ~230 VAC - Switch off receiver Power
STEP 2: / Press Reset (remove P .
Fastening By means of Nuts & Bolts - Receiver into power chord) 'IEIOR g, D20 %+ get blinking, after few

second D20 % goes stable mode

Current Consumption ) 50 mA (Unidirectional) pairing mode. A
First Make power off RX press | (ted led) on Rx

Standby Consumption 1mA TX-RX (S1) prog button on RX
i & simultaneously power on RX.
7.2V, 2300mAH

NiMH battery
 Dimensions (mm) 284 (H) x 220 (B) x 110 (W) {218 (W) X 133 (B) x 147(H)

Battery Capacity & Type

D20 5+ goes stable mode LED 1 continues on as well
Weight Approx 1.4 Kg 1.8kg/3.91bs (red led) on Rx Led 2 blinking continues on TX

Now press acknowledgment

[ Modulation Frequency Modulation burtonOon TX

Operating Freq. 433 - 434 MHz

Channel] Spacing 25 KHz D20 % led on Rx

Now press RX-TX .9, S2 Now Pairing has completed
button on Rx Now press[®]S3 reset button on
Operating Range 100 meters Rx and also Power Off and On
the Tx by using Key switch(@

Operating Temp. 20Cto+70C

| Protection Rating IP 65

Please contact our service Department on - 02242469730/31 for any assistance for trouble shooting/Installation guidance.
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Start the transmitter in operating mod

1. Tum to release the EM STOP button
2. Press “START” button. j

FAILURE ANALYSIS AND SOLUTION

DESCRIPTION

LED SIGNAL

FAILURE ANALYSIS

SOLUTION

LED 1 Fagt blinking on press of Start Button
Transmitter has started transmitting correctly.

- Transmitter Start button Failure

- Replace new batteries
- Check for Start operation

LED 1 & LED 2 blink in sequence 3 times.
Battery insert B9 sequence. Battery detected correctly

- Stain on the battery springs.
- Low battery.
- Damaged batteries.

- Clean the stain on battery springs.

- Use Charged Batteries /
New Batteries

LED 1 & LED 2 blink continuously
Low Battery Indication

LOW Battery Indication

‘Use Charged Batteries/
New Batteries

LED 1 ON when START is pressed
START button is pressed to begin communication

Communication unsuccessful

- Release Em Stop

- Release any push button other than
START.

LED 1 & LED 20N continuously
without pressing any button

Transmitter has entered in
‘Programming mode

Swicht OFF & ON Key switch to
Reset the transmitter

LED 1 & LED 2 blinking momentarily

Transmitter has entered
Pairing mode

For Pairing Procedure please refer
Page No.1

LED 1 blinks 4 times

Any key is pressed

Check any key is pressed

LED 1 ON & LED 2 blinking

Radio missing in
Tx/disconneted

Insert the radio module properly

LED 1 ON & LED 2 momentarily

EMS Fauly indication

Check EMS broken or check
connection

Please contact our service Department on - 02242469730/31 for any assistance for trouble shooting/Installation guidance.
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